COBB and Lee Metals Trading Company Limited
Brass and Bronze alloy &%

Product No./zE 5E5%:  Yellow Bronze Alloy ABB 2707

#HES5% M Yellow Bronze Alloy Characteristics

Density Z[E (g/cm?3) 8.8
Hardness T — As Cast (Hv) J&§21% 74
True bronze color =N es)

Good metal flow, low smoke, good plating properties EL47m@EnE » /D1 » BAFHYEFEMAE

ERi=it 28 Recommended Investment Casting Parameters

Casting Temperature Range (°C) JZ§=; 7 &1 1040-1205
(Do not use flux 5775 FH BT

Flask Temperature Range (°C) V&3 & H 595-680
Quench Time (min.) ;2K HFRH 20-25
Re-alloying Scrap Percentage(%) & <& EIHTELHI 30% (new ¥T)
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Recommended Cast Tree Cleaning and Drying Procedure

Use investment remover for pickling. Rinse well with cool water to remove any remaining

investment powder and base metal oxides. Dry with compressed air. Do not dry trees in any

type of furnace!
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HEreBE ZARAE Cobb and Lee Metals Trading Company Limited
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FEEET: 852-2428 5188 FEHEHE : 852-2480 6118

BN BT 86-769-8802 6208 BN E : 86-769-8802 6978

A HEHYH: www.cobblee.com



